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KONTREC®

For use with KONTREC® SEP oil-water separators;

Activated Carbon Filters also for all other makes of oil-water separator

KONTREC® activated carbon filters are available for the following makes of equipment:

OEM Manufacturer Device model Device type
Alup Aquamat 120/250/450/900/1800/ 3600/ 7200

Atlas Copco 0SC 35 - 2400% 35/95/145/355/600/825/1200/ 2400

Boge Owamat 1/2/3/4/5R56/8/20

Domnik Hunter ES 36/90/125/250/500/1000/2100/2150/2200/2300/2400 /2500 /2600

Donaldson wltrafitey  ultrasep P 75/15/30/60/120 /240

Donaldson (ulitrariten  ultrasep SP N5/10N/15N/30N/60N/120N /240N

Hankison HS 60 -120/140-900/1800 /3600

Kaeser Aquamat 1/2/3/4/5R56/8/20

Sabroe Divisor IE-IIE/IIE / IVE

Schneider Owatec 10/40/130/175/ 250

Wortmann drukomat 1/2-15/30/60

Wortmann WO L=/ m/wv

Zander WT 1-2/3/4

* Adsorption filter, suitable for Atlas Copco 0SC, is supplied as static (non-floating) element.

KONTREC® Filter Kits for KONTREC® SEP oil-water separators

1 primary filter 1 activated carbon filter

K-KIT 42 2 primary filters 2 activated carbon filters



ECOCOMP®

Filters for Compressors and Vacuum Pumps

ECOCOMP® oil filters, air filters and oil separator
cartridges in the KSI product range:

* More than 50,000 units delivered per year through
our dealer network.

* Over 1200 m? of storage space reserved for this
product line.

* 94% of ordered ECOCOMP® filters are dispatched
the same day as the order.

* 4600 OEM references in the current price list.

* Recoding on the basis of OEM numbers, compressor
types and/or dimensions by experienced KSI staff.

Oil separator cartridges, air filters and oil filters
Available for the following makes of compressor and vacuum pump or as replacement for filters of other makes:

Abac Bottarini Fluidair Mann & Hummel Rotair
Aerzen Busch Gardner Denver Wittig Mark / Ceccato Schneider
Alup Champion Gnutti Mehrer Stenhoj
Atlas Copco Chinook Hengst Parise Sullair
Axeco Compair / Demag Hydrovane / Mattei Pneumofore Tamrock
Blitz Schneider Ecoair Ingersoll Rand Power System Worthington
Bauer Effepizeta Kaeser Purolator

Becker Fiac Leybold Renner

BOC Edwards Fini Maco Rotorcomp

Boge Flottmann Mahle Rietschle

Air filters

Oil filters

ECOCOMP® Oil Separator Cartridges: Operating principle
KSI ECOCOMP® oil separators are based on the “coalescer principle”. Glass fibre micro-layers separate oil droplets from the
compressed air, coalesce them into larger oil droplets and channel them back into the machine’s oil circuit. This separation
method is effective down to the submicron range. This process minimizes both the oil consumption of the compressor system and
oil ingress into the connected compressed air network. KSI ECOCOMP® oil separator cartridges are compatible with all common

types of lubricating oil, whether mineral-based (petroleum), synthetic or part-synthetic.
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KSI products are produced according to DIN EN ISO 9oo01 - subject to technical changes without prior notice, errors and/or omissions not excluded.



